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Traditional Czech Beads

PRECIOSA ORNELA presents the new PRECIOSA Ripple™ pressed bead 
from the PRECIOSA Traditional Czech Beads brand.
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Traditional Czech Beads

PRECIOSA RippleTM

ART No.: 111 01 351
SIZE: 12 mm

DESIGN BY OLGA HASERODT

EARRINGS MADE wITH THE PRECIOSA Ripple™ PRESSED BEAD
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PRIMROSES PRIMROSESTraditional Czech Beads Traditional Czech Beads

PRECIOSA ORNELA presents a new pressed 
bead known as PRECIOSA Ripple™ under 
the PRECIOSA Traditional Czech Beads brand. 
The circular bead with a 12 mm diameter has 
a centrally located hole and an undulating 
surface on both sides. The identical profile 
of both sides of the bead enable its 100% 
use during the application of a series of ten 
new types of combined, dual color vacuum 
decorations called California. The undulating 
surface of the bead causes a ripple to pass
through the metallic decoration in both the 
shiny and matt finish. The centrally located 
hole predestines this bead to be used in 
combination with seed beads or other suitable 
beads during stringing or embroidery.

The combination of the round rippled bead 
known as PRECIOSA Ripple™ with the square 
two-hole Tila bead and delicate rocailles has 
led to the creation of an enchanting spring 
primrose long earrings.

Materials and Tools:
Earrings:

PRECIOSA Ripple™ (Rip)
111 01 351; 12 mm; 
00030/98848 (8x)

PRECIOSA Rocailles (R9, R12)
331 19 001; 9/0; 59142 (2 g)

331 19 001; 12/0; 46102 (1 g)

Pressed beads Tila (PT)
111 30 516; 6 mm; 
02020/21402; (32x)

Earhooks (2 ks); needles no. 12; 
Fireline 0,12 mm
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